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SAFETY NORMS 

The following norms are to be observed by the Contractor for the construction, 
installation, maintenance, repair, overhaul and erection jobs at the AIESL 
Premises. 
 
As a part of the contract, contractor must satisfy the under mentioned safety 
requirement and must always ensure that these are followed without deviation: 
 
Contractor should ensure in writing before starting job that their workers and 
Supervisor are trained and having adequate knowledge & experience of work 
and related safety precautions to follow.  
 
Smoking is strictly prohibited in areas with combustibles or flammable and 
other areas where smoking are prohibited. 
 
Any hot job (welding, soldering, gas, cutting etc.) however minor it may be or 
any job which involves open flame or using a hot source or temporary electrical 
connections shall not be done without prior hot work permission from Fire 
Officer-AIESL. Contractors are not permitted to carry out any hot work on 
holidays, Saturdays and Sundays or beyond AIESL normal working hours 
without AIESL-Supervision and prior permission in writing. 
 
It is entirely contractor’s responsibility to ensure that protective equipment such 
as safety belts, lifelines, helmets, Safety Shoes etc. depending on the jobs are 
issued & used by contract workmen. Contractor’s supervisor shall be present at 
site all the time and ensure that these PPEs are used by workers. If contractor 
need any suggestion on the matter, contractor can approach EIC/Safety Officer-
AIESL. Any lapse on matters of safety will be viewed seriously. 
 
 
All equipment used to carry out work shall be rendered safe. No equipments 
such as ladders, tractors, cranes, etc. or welding sets or any tools which belong 
to the AIESL shall be used by contractor unless specifically mentioned in 
writing in the terms of contract. Notwithstanding these it is obligatory on 
contractor’s part, to verity the quality and safety aspects of such equipment, 
machinery or tools so that no injury or accident will occur when used in the 
expected manner. Any incident occurs during work, contractors are entirely 
responsible for it including compensation that may arise out of the incident. 
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Contractor must clearly bear in mind that a competent supervisor shall 
always be on site when contractor’s men are at work. Lapse on this point shall 
be viewed seriously irrespective of occurrence of any incidents. 
 
Contractor shall ensure that safety precautions expected of contractor’s 
professional work are completely understood by contractor’s supervisors and 
workers and that these are followed. Contractor shall also ensure that in every 
job that contractor must take cognigence of varying site conditions. Contractor’s 
staff are completely knowledgeable about the hazards and dangers associated 
with the work for which due alertness and safe working methods shall be 
followed. 
 
Site work is quite different from work in an organized workshop. Contractor 
shall bear this point in mind so that proper work methods to protect contractor’s 
staff from any danger can be evolved. 
 
Contractors are not permitted to carry out work within the premises of this 
AIESL which otherwise under conditions of contract are expected to be carried 
out in contractor’s premises. 
 
Contractor’s materials which are flammable / combustible must under no 
circumstances be stored in any of our workshops or building or near aircraft. 
Contractor shall plan of temporary sheds so located that a fire in such a shed 
shall not involves any of the AIESL property. A Separate permission must be 
taken from Safety Officer-AIESL for it. 
 
Supervisors and field staff may not be aware of the seriousness of consequences 
of going near aircraft under run-up. Contractors are responsible to see that out 
of curiosity and lack of awareness while going in a vehicle or otherwise people 
should not approach an aircraft under run-up. 
 
Precautions During Welding 
 
The contractor must ensure that welding machine is equipped with an earthing 
cable without joints. 
 
Electrical supply to be tapped from power source identified by MSE-AIESL & 
connections must be firm to eliminate sparking. Circuit must be protected by 
fuse. 
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There should be no flammable material nor any spillage of such 
material in the locations of work spot. 
 
There should be no joint in the phase side conductor cables. 
 
If the welding is to be carried out in the vicinity of aircraft, separating, distance 
should not be less than 150 feet. 
 
Welding job should not be carried out directly above or below the aircraft in the 
hangar. 
 
The welding work carried out in workshop should be under the personal 
supervision of Engineering Facilities Division Supervisor. He will ensure that 
welding work is carried out in safe location & all flammable material are 
removed from the site 
 
The said Supervisor should inform the related workshop / Section Incharge              
(eg. COD, AOD etc.) that the welding job is being be carried out. 
 
The Contractor’s staff must be appraised of the hazards of 

i) Being near to an engine under run-up and 
ii) Not following smoking restrictions. 

 
The above should also be conveyed in writing to concerned contractor/ 
supervisor before starting the job. 
 
Additional Precautions & Instructions 
 
The Contractor should ensure to arrange due supervision to avoid accident and 
cause of accident. 
 
The Contractor must be careful regarding “SAFETY FIRST” during working 
and in AIESL premises. 
 
Each hot job that may be carried out particularly beyond office hours or on 
Holidays must have prior concurrence from a responsible authority of the rank 
of not below Technical Officer from (EFD). 
 
The Contractor must ensure provision of adequate firefighting capacity to deal 
with at incident state itself, such provision should not be less than 2-gallon foam 
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extinguishers properly maintained by them. The staff should know the 
uses of the above-mentioned fire extinguishers. 
 
Jobs will be carried out only after obtaining a daily work permit from the 
AIESL. 
1. General: 

 
a. All workers to wear helmets at the construction site. To be provided by the 

contractor. 
 

b. All workers to wear safety shoes. To be provided by the contractor. 
 

c. All workers to wear suitable clothing for the job required e.g. Welders to 
have leather aprons while welding and gloves to protect from the heat. To be 
provided by the contractor. 

  
d. All workers to be familiarised by the contractor the safe methods of 

operating and procedures in case of an emergency. 
 
e. All workers to attend Class / Briefing by the Safety Engineer-AIESL to 

familiarise the safety aspects on site. 
 
f.  All scaffolding to be used should be of steel pipes and with adjustable 

clamps. To be provided by the contractor. 
 
g.  All workers must be covered under the workmen compensations act. A 

suitable insurance policy to be taken and original copy to be kept with 
AIESL. All statutory regulations etc. to be observed by the contractor, and in  
case of any non-compliance the AIESL must be indemnified by the 
contractor. 

 
h. Where applicable, provident fund records to be kept at site. 
 
i. All wage records to be kept at site and payments to be as per the minimum 

wages act. 
 
j. Chipping etc, to be done wearing protective eyeglasses. 

 
k. Various types of fire extinguishers to be used depending upon the nature of 

fire are available with EFD Fire Section. Contractor has to ensure that they 
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position at site, suitable fire extinguisher type listed below, 
depending on nature of work. 

 
1. 1 No. of  AFFF Mechanical Foam Extinguisher 
2. 1 No. of CO2 type Extinguisher 
3. 1 No. of Water type CO2 Extinguisher 
4. Two buckets of sand/water, preferably sand. 

 
 
l.  All unsafe incidents and occurrences will be reported to the site engineer 
immediately. 
 
Working at heights: 
 
a. Contractor has to ensure that only workers capable of scaling heights should 

be deputed to do the jobs. 
 
b. All scaffolding to be made of steel pipes and with adjustable steel clamps. 

This should be tested and certified by the site supervisor of the contractor 
and AIESL site supervisor/Engineer to confirm the same. If possible, use A 
crow make scaffolding.  

 
c. Bamboo/wooden ladders to be checked for missing rungs and the fitness of  
      the ladder should be certified by the AIESL engineer at site/ Safety Officer. 
 
d. All ladders to be tied at the top end, to prevent the slipping of ladders. 

 
e.  All workers at height to wear nylon safety belts, as approved by AIESL. The  
     other end of the belt to be hooked to a structural member of the building. 
 
f.  While working on sloping roofs, nylon nets to be provided below to catch    
    falling objects. 
 
g. Men working heights, should be provided with holsters for keeping hand  
     tools for easy retrieval and will leave both hands free for climbing. 
 
     h. As far as possible, mechanise the upward movement of materials, so that                                                                                                               
          head load can be avoided.  
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i. Daily height work permit approved by Executive/AGM/DGM 
from AIESL be obtained for working at heights before beginning of 
work. 

Electricals 
 
a.  All electrical equipment brought to site, should be checked by the factory/ 

site electrical supervisory staff of the AIESL, for the suitability of the 
equipment and certified by them. These certificates should be prominently 
displayed on the equipment. 
 

b. All electrical equipment should have proper proper earthing. 
 
c. The distribution board to have an ELCB of 30 mA capacity to be provided 

for the hand tools circuits. 
d. All connections through the distribution board to be made with a plug and  

socket and no loose wires, with wooden splinters.  
 

e. All hand tools to be earthen. 
 

f. All welding equipment to be provided with a cutout switch. The welding  
cables should be of adequate length for the earthing of the job and usage of 
rods etc. is not permitted. 

 
g. All wires/cables to run only above ground level at a height of min. 2.5 m. 

 
h. All outdoor light fixtures left unattended for the night time work must be  

checked for water tightness. 
 

i. While working with operating equipment they should be disconnected 
electrically and the fuses to be handed over to the supervisor of AIESL for 
safe keeping. 

 
Vehicular traffic: (Applicable to vehicle owned by the contractor) 
 

a. All vehicles delivering the goods must be driven by licenced driver. 
 

b. Cleaners not to drive. 
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c. The vehicle must be in good condition. 

 
d. Unsafe acts like carrying people on running boards etc should be avoided. 

e.  When outside vehicles come the contractor to ensure safe discharge of  
       goods and send out immediately. 
 
f. Wherever possible all heavy machinery and equipment to be unloaded using 

a crane, or a derrick. 
 
 


